Say No
To This

Say Yes To

AquaBlok
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Water Blocking Gel

Supplements Worn, Torn,
Cracked or Missing Gaskets.

Corrosion Prevention Easy to Apply & Clean Up.
Compound for harsh

environments.

Powerful
Desiccant Bag &

pH Neutralizer
.....Not Greasy!

What’s Included in a Kit? includes one quart of Steel Camel, Two Moisture Hog Bags and
One 10 ounce tube of AquaBlok. One tube will complete one inner and outer lid.
Replenish Steel Camel and Moisture Hog Annually. Replenish AquaBlok as necessary.

Steel Camel - Leaders in Clean & Dry Sump Technology

Contact 813-877-4665 www.steeelcamel.com




AquaBlok

Easy & Safe Application
Water Blocking Gel

Apply Quarter Inch (1/4) bead of AquaBloK at base on outer
sump lid / cover up against base wall and bottom. Insert lid and
product will migrate and flatten out.

Apply an eighth inch bead 1/8 AqauBlok in crack after lid is
installed. Spread AquaBloK into crack with heavy gloved finger
or other device. Wipe off excess.

Side View of Inner Sump Lid
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Apply half Inch (1/2) bead of AquaBloK in groove where gasket
is seated. Spread out evenly with heavy gloved finger or other
device. Re—apply AquaBlok as needed.

Steel Camel www.steelcamel.com 813-877-4665 Tampa, FL




